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NISMO COMPETITION OIL 
2189E  75W-140 
 
Lubricant for limited slip differential  
 
100% Synthetic – Ester  

 
 
TYPE OF USE 
 
Recommended by NISSAN and NISMO for the Nissan GT-R R35.  
Lubricant for hypoïd differentials with limited slip system operating under heavy loads with shocks and 
low revolution speed or moderate loads and high revolution speed. 
 
Other applications : Racing car, Drifting car, Tuning car. Check with engine tuner before use. 
 
PERFORMANCES 
  
                                          NISMO ( Nissan Motorsport Company ) 
                                          NISSAN WARRANTY can apply on the GT-R R35   
 
 
100% synthetic ester based extreme pressure lubricant for an efficient anti wear protection, a better 
resistance at high temperature and a longer life time. 
Included friction modifier avoid noisy or dragging limited slip differential. 
0% shear loss : Unshearable oil film in extreme conditions. 
Very high lubricating power which decreases friction and wear. 
140 grade at hot temperature to provide outstanding oil film resistance. 
Fluid at low temperature to allow easier gear shifting when the gearbox is cold. 
Less effort required on the gear lever to shift the gears. 
Suitable for any type of seal and any type of material used in gearboxes and limited slip differential 
design. 
Anti-corrosion, Anti-foam. 
 
 
RECOMMENDATIONS 
 
Oil change: 3000Kms for racing use and 10000 kms for road use.  
Do not mix with other lubricants.  
 
PROPERTIES 
 
Colour Visual Blue 
Viscosity grade SAE J 306 75W-140 
Density at 20°C (68°F) ASTM D1298 0.876 
Viscosity at 40°C (104°F) ASTM D445 202 mm²/s 
Viscosity at 100°C (212°F) ASTM D445 29.9 mm²/s 
Viscosity index ASTM D2270 190 
Flash point ASTM D92 204°C / 399.2°F 
Pour point ASTM D97 -45°C / -49°F 


